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Lightfastness ISO 105-B02, method 2

Vidar 3

Colour Note
123 5-6
133 5-6
143 5-6
152 5-6
182 6-7
222 6-7
313 6-7
323 6
333 5
353 5-6
363 5-6
443 7
472 6-7
542 7
554 7
582 7
622 5-6
633 5-6
653 7
693 6-7
723 6
733 5-6
743 5-6
772 6-7
872 6-7
913 6
932 5
943 5-6
972 6
1062 5
1511 7
1880 7

DTI A 513873-1, 2013.03.08
DTI A705813-1, 2016.07.27
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Upholsteryy fabric Vidar 4, 94% new wool, 6% nylon (as per info from the assigner).
The test material was sampled by the client and received at the Danish Technological In-
stitute 29.06.2020

See Appendix 1.

The testing was completed 31.07.2020

Individual results appear from Appendix 1.

The test material will be destroyed after 6 months, unless otherwise agreed.

The accredited test was carried out according to DANAK’s general conditions see www.danak.dk and according to
the General Terms and Conditions regarding Commissioned Work Accepted by the Danish Technological Institute,
which apply at the time of signing the agreement. The test is only valid for the tested specimen. The test report
may only be extracted, if the laboratory has approved the extract.

03.08.2020, Danish Technological Institute, Wood and Biomaterials, Textile, Taastrup

Digitally signed by: Digitally signed by:
Charlotte Fischer Lea Larsen
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Test Methods

Results

Colour fastness to artificial light
DS/EN ISO 105:B02:2014
Method 2

1-8 scale, 8 best rating

Normal conditions

Apparatus: Atlas Ci4000 Xenon
Weather-Ometer

456

Colour fastness:

6-7

Colour fastness to artificial light
DS/EN ISO 105:B02:2014
Method 2

1-8 scale, 8 best rating

Normal conditions

Apparatus: Atlas Ci4000 Xenon
Weather-Ometer

386

Colour fastness:

Colour fastness to artificial light
DS/EN ISO 105:B02:2014
Method 2

1-8 scale, 8 best rating

Normal conditions

Apparatus: Atlas Ci4000 Xenon
Weather-Ometer

106

Colour fastness:

Colour fastness to artificial light
DS/EN ISO 105:B02:2014
Method 2

1-8 scale, 8 best rating

Normal conditions

Apparatus: Atlas Ci4000 Xenon
Weather-Ometer

146

Colour fastness:

Colour fastness to artificial light
DS/EN ISO 105:B02:2014
Method 2

1-8 scale, 8 best rating

Normal conditions

Apparatus: Atlas Ci4000 Xenon
Weather-Ometer

526

Colour fastness:

5-6

Colour fastness to artificial light
DS/EN ISO 105:B02:2014
Method 2

1-8 scale, 8 best rating

Normal conditions

Apparatus: Atlas Ci4000 Xenon
Weather-Ometer

786

Colour fastness:

Colour fastness to artificial light
DS/EN ISO 105:B02:2014
Method 2

1-8 scale, 8 best rating

Normal conditions

Apparatus: Atlas Ci4000 Xenon
Weather-Ometer

676

Colour fastness:

Colour fastness to artificial light
DS/EN ISO 105:B02:2014
Method 2

1-8 scale, 8 best rating

Normal conditions

Apparatus: Atlas Ci4000 Xenon
Weather-Ometer

656

Colour fastness:
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Method 2

1-8 scale, 8 best rating

Normal conditions

Apparatus: Atlas Ci4000 Xenon
Weather-Ometer
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Test Methods Results
Colour fastness to artificial light 956
DS/EN ISO 105:B02:2014 Colour fastness: 7
Method 2
1-8 scale, 8 best rating
Normal conditions
Apparatus: Atlas Ci4000 Xenon
Weather-Ometer
Colour fastness to artificial light 556
DS/EN ISO 105:B02:2014 Colour fastness: 7
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